JAM Parking

Structure
101-115 Middlesex St.

City of Lowell, MA

— COLOR CODE
ROOF TIER
: ﬁ ) = ¢ SIGN AND PIPE LEVEL COLOR NAME TNEMEC NO.
SIGN STRUCTURE I\ | MACHINE BOLT ZALUM. . T —— GALV. STL. CAP W/ CONT. WELD 2 SAFETY GREEN 2H-BS28
| | : Z GRIND SMOOTH & PAINT _
SEE STRUCTURAL | LOCK WASHER w5 | 3 GRAY 2H—BK33
JI/ : 8% & FASTEN W/ 2— 3/8” 4 BLACK 2H—A805
7 —13/4 x13/4 / I@I N 1/2" ¢ GALV. STL. U BOLT 55 P S 5 SAFETY RED 2H-0013
x 1'=9” ALUM. :/ : 8 HEX NUTS W/ GALV. STL o :——— -O—-———:
| LOCK WASHER & FLAT WASHER E <ZE |___._d)_.___| (4) 3/8” DIA. SS EXP.
1/2" ¢ STAINLESS STL. 30 1, BOLTS & NUTS W/ 2 0
THREADED O CLIP ) 1/8” ALUM. SIGN Hég ) 1/4” MIN. EMBEDMENT GROUND TIER
2% | GALV. STL. PL. 1/2” X 5" X 5" SIGN NOTES: -
% W/ CONT. WELD TO 3" DIA. STL. POST 1. LETTERING STYLE IS HELVETICA MEDIUM (U.N.O) Civil/Structural:
v GRIND SMOOTH AND PAINT 2. BEAM MOUNTED SIGNS ARE IN THE CENTER OF THE BEAM, 1" ABOVE THE === Parsons Brinckerhoff
[ ] BOTTOM OF THE BEAM, PARALLEL TO THE BEAM == Quade & Douglas, Inc
3. ALL FASTENERS, MOUNTING BRACKETS, ETC. SHALL BE PAINTED THE 75 Arlington Street T
IDENTICAL COLOR AS THE SIGN FACE OR OF THE AREA WHERE THEY Boston. MA 02116
m PENETRATE THE SIGN. Tl 617-476.7330
1 MOUNTING DETAIL SIGN Y Fax: 617-482-0642

4. UNLESS OTHERWISE NOTED ALL COLUMN AND WALL MOUNTED SIGNS
SHALL BE MOUNTED AT 5’-0" FROM THE BOTTOM OF THE SIGN TO
TOP OF THE SLAB BELOW. ,

Architecture:

5. ALL HANGERS TO BE PAINTED FLAT GRAY. Fennick McCredie

SIGN FACES ARE TO BE FEDERAL SPECIFICATION 5055A COLOR NO. Architecture, Ltd.
20040 BROWN U.N.O. PAINTED BEFORE APPLICATION OF VINYL GRAPHICS.

7. SIGNS ARE TO BE 0.125" THICK ALUMINUM IF MORE THAN 36" IN ANY DIRECTION
OTHERWISE SIGNS SHALL BE 0.080° THICK.
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Survey:

Judith Nitsch Engineering

"HILTI” MET. HIT ANCHORS

) ﬁ?ﬁoig%% 2P45R M:?léN (SHEET 8. COPY AND SYMBOLS INCLUDING ARROW DISCS TO BE ENGINEER Cost Estimating:
SECOND SIGN i METAL FASTENER W/ 1/4" SHIM MTG. TO DOOR) GRADE REFLECTIVE VINYL IN COLORS NOTED. Hanscomb, Faithful & Gould
WHERE CALLED \___ 1-1/4” STEEL TUBE WELDED 9. ARROW DISC, METRO AND HANDICAP SYMBOLS TO BE WHITE
f TO 5" FLANGE. SECURE SIGN REFLECTIVE VINYL, U.N.O. Code Compliance:
” WITH TAMPER PROOF FASTENERS SIGN FACE 10. HAZARD GRAPHIC TO BE YELLOW REFLECTIVE VINYL AND BLACK VINYL. Robert W. Sullivan, Inc.
I INC_ sion ) 11, SYMBOL ON "DO NOT ENTER” SIGN TO BE RED AND WHITE
” ———————— — FACE OF COL. OR WALL REFLECTIVE VINYL. Landscape Architecture:
I 1-1/4” STL. TUBE WELDED TO \ 12. PEDESTRIAN CROSSINNG SYMBOL TO BE REFLECTIVE YELLOW AND Pressley Associates, Inc.
| HANGER TOP & BOT. BOT. OF BEAM BLACK  VINTL.
|
3\ MOUNTING DETAIL (A MOUNTING DETAIL
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